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333. Disassembly and Reassembly

3.1  General Precautions on Disassembly

When you disassemble and reassemble compo-
nents, you must use extreme caution. The close
proximity of cables to moving parts makes proper
routing a must. 
If components are removed, any cables disturbed
by the procedure must be restored as close as
possible to their original positions. Before remov-
ing any component from the machine, note the
cable routing that will be affected.

Whenever servicing the machine, you

must perform as follows:

1. Check to verify that documents are not stored
in memory.

2. Be sure to remove the print cartridge before
you disassemble parts.

3. Unplug the power cord.

4. Use a flat and clean surface.

5. Replace only with authorized components.

6. Do not force plastic-material components.

7. Make sure all components are in their proper
position.

Releasing Plastic Latches

Many of the parts are held in place with plastic
latches. The latches break easily; release them
carefully. 
To remove such parts, press the hook end of the
latch away from the part to which it is latched.



1. Take out the MEAUNIT-FEED LOWER.

1-1. If necessary, remove the SPRING-ETC of
ROLLER-IDLE and take out the GUIDE-FEED-
LOWER from the MEAUNIT-FEED LOWER.

2. To remove COVER-REAR, first remove the three
screws.
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3.2 Cover Unit 

The description of disassembly and reassembly in this manual is listed according to the disassembly 
procedures. 

ROLLER-IDLE
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3. Unlatch the latch(2 EA) from the rear bottom of the
SET and then take out the COVER-REAR as shown
below.

4. Open the COVER TOP and then take out the Toner
Cartridge. 

5. To Remove the COVER-FUSER DUMMY, remove
the two screws and then release the COVER-FUSER
DUMMY. 

6. To remove the COVER-LEFT, Unlatch the latch(3 EA)
and then take out COVER-LEFT from the SET as
shown below. 

7. To remove the COVER-RIGHT, Unlatch the latch(3
EA) and then take out COVER-RIGHT from the SET
as shown below. 

8. To remove the Cassette, push the button, and take
out the Cassette. ( Cassette disassembly is referred
to Chapter 3.4 in detail.)
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9. To remove the COVER- FRONT, first remove the two
screws.

10. Remove the hinge in the right side of the COVER-
FRONT.

11. In the same way, remove the hinge in the left side of
the COVER-FRONT.

12. Release the COVER-FRONT.

13. Release the Harness from the Main board.

14. Release the top of the LINK UPPER from the
COVER TOP.
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15. Pull the LINK UPPER to the direction of arrow, and
then release it from the SET

16. Remove the one screw , as shown below.

17. Release the COVER TOP from the SET.
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3.3  Cassette

1. Unlatch the 4 latches of the CASSETTE bottom. 

2. Release the GUIDE-CASSETTE LOCK from both
side of the CASSETTE. 

3. Release the RING CS (2EA) from the GUIDE-CAS-
SETTE LOCK 

4. Release the GUIDE-REAR.

5. Move the GUIDE-SIDE-L,R to the direction of the
arrow. 

6. Overturn the CASSETTE, and remove the one screw
from PINION GEAR. 

7. Release the GUIDE-SIDE-L.R.
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8. Release the PLATE KNOCKUP HINGE.

9. Release the FRAME CST HINGE.

10. Spin and Release the SPRING CS from the PLATE-
KNOCKUP.

11. Release the SHAFT-P-CORE from the PLATE-
KNOCKUP.

12. Release the RPR-PAD CASSETTE.( When attach-
ing again, Fit the line.

13. Release the GUIDE-KNOCKUP.( When reassem-
bling, confirm the operation condition.)

14. Release the SRING ETC-LOCKER PLATE from the
both left and right side of the FRAME CST.

ok ?ok ?ok ?ok ?
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3.4  LSU Unit 

1. To remove the ELAUNIT LSU from the ELAUNIT-
FRAME UPPER, remove 4 screws that is under the
WHITE-SHEET-SPONGE. First remove 2 screws to
the left side.

2. Remove the 2 screws to the right side.

3. Release the the ELAUNIT LSU from the ELAUNIT-
FRAME UPPER.

WHITE-SHEET-
SPONGE
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3.5  Drive Unit 

1. To remove the ELAUNIT DRIVE, remove the two
screws of the LINK-RAIL UPPER and release it.

2. Remove the six screws and pull the ELAUNIT DRIVE
to the direction of arrow.

3. Remove the HARNESS-MOTOR from the ELAUNIT
DRIVE.
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3.6  Main Board 

1. Unplug the Harness, as shown below.

2. Remove the 4 screws, and release the Main Board
from the SET.
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3.7  HVPS Board 

1. To remove the HVPS Board, remove the 4 screws
and release the COVER HVPS.

2. Turn the HVPS Board to the direction of the arrow.

3. Remove the  HARNESS-HVPS from the HVPS
Board, as shown below.

HVPS Board



Service Manual

Disassembly and Reassembly

3-12 Samsung Electronics

3.8  SMPS Board

1. To release the SMPS Board, first remove the 8
screws.

2. Lift up the SMPS Board as shown the below.

3. Remove the Harness from the SMPS Board.

4. Remove the 2 screw.

5. IF necessary, release the SMPS Board from the
SHIELD-SMPS.

SHIELD-SMPS
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3.9  Fuser Unit 

1. Lift up and turn the FRAME UPPER.

2. To release the ELAHOU-FUSER from the SET,
remove the 4 screws.

3. Release the ELAHOU-FUSER.
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3.10  Transfer Roller 

1. Lift up the Transfer Roller.

2. Release the Transfer Roller from the SET.
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